
OLYMPUS CF TYPE Q160AL/I
EVIS EXERA COLONOVIDEOSCOPE

WORLD’S FIRST
VARIABLE
STIFFNESS

SIZE : 420×280mm

Featuring the exclusive variable stiffness tube,

the world’s first insertion tube with adjustable flexibility,

the groundbreaking innoflex™ scope

can be easily adapted to the internal contours

of the colon for precise insertion

™
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Thanks to the groundbreaking variable 
stiffness insertion tube, you can adjust the 
flexibility of the insertion tube exactly as 
required to optimize insertion. The world’s 
first user-adjustable flexible insertion tube, 
the variable stiffness tube is less likely to 
bend and is easier to insert beyond the 
splenic flexure. Made possible by a built-in 
coil in the insertion tube that can be 
expanded or contracted as required, this 
innovative design also minimizes the need 
for abdominal pressure on the sigmoid 
looping and improves access to the cecum.   

Adjusting the tube’s flexibility is quick and 
easy. All you have to do is turn the knob 
located just below the control section. 
Insertion tube flexibility can be adjusted in 
continuous increments to match the internal 
conditions and contours of the colon.

The flexibility of the variable stiffness 
insertion tube can be adjusted to suit the 
internal conditions and contours of the 
colon, simply by turning a knob below 
the control section.
Superior operability and insertion 
capability make these all-purpose 
scopes ideal for routine procedures.
Large display size delivers superior 
image quality with a sharper, crisper 
image and true-to-life color from edge to 
edge.
When used in combination with our 
dedicated flushing 
pump and CV-160 
video system center, 
a continuosuly clear 
view is ensured by 
an auxiliary water function that removes 
mucus and stool inside the colon at the 
touch of a switch on the scope.
Extra-wide 140˚ field of view and 
extensive 4-way angulation 
(180˚ up/down and 160˚ right/left) enable 
complete and comprehensive 
examination of the colon.
12.8 mm outer diameter insertion tube.
3.7 mm diameter channel ensures 
sufficient suction capability even when 
an Endo-Therapy accessory is passed 
through.
Ergonomically designed grip enhances 
scope maneuverability while redesigned 
easy-to-access knobs and user-
selectable switches improve operability.
Fully compatible with the CV-160/140.
Scope ID function stores individual 
scope information and displays it on the
monitor to facilitate endoscopy suite 
management.
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Breakthrough innoflex™ scope with new variable stiffness 
function offers unprecedented ease and efficiency 
in colonoscopic insertion

Innovative tube design makes
insertion into the colon easier

Adjustment knob for control of
tube flexibility

Improved insertion capability minimizes 
patient discomfort and reduces the
time required for examinations.
The cecum can be reached more easily 
in cases where insertion is difficult.
Reduced need for abdominal pressure 
and position change, reducing staff 
workload during examinations.

Main Features for
Advanced Performance 

Variable stiffness adjustment knob

EVIS EXERA COLONOVIDEOSCOPE  OLYMPUS CF TYPE Q160AL/I

Specifications
Optical System

Distal End
Insertion Tube
Bending Section
Working Length
Total Length
Instrument Channel

140°
0° Forward viewing
3 to 100 mm
12.8 mm
12.8 mm
Up 180°, Down 180°, Right 160°, Left 160°
L:1680 mm, I:1330 mm
L:2005 mm, I:1655 mm
3.7 mm
5 mm from the distal end

Field of view
Direction of view
Depth of field
Outer diameter
Outer diameter
Angulation range

lnner diameter
Minimum visible distance
Endo-Therapy accessory entrance/exit position in field of view

Anticipated Advantages of 
Variable Stiffness

Range of Stiffness

11 12 13

Insertion tube outer diameter (mm)

Flexible

Stiff

CF-Q160A

CF-Q140

PCF-160A

PCF-140

™

SIZE : 420×280mm
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